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CHAPTER 7C

CONFI GURATED ROCFI NG AND _SI DI NG

7C-01. SHOP DRAW NGS AND SAMPLES
a. Mterial Approval

(1) Has the contractor received approval of |ayout draw ngs
and naterial certification for the gal vani zed or the al um num
coated steel; the aluminumor the factory color finished netal or
the asbestos cenent corrugated sheets, seal ant, fasteners, special
shapes and accessories?

(2) Design calculations shall also be subnitted for
approval .

(3) Check for certified test results on factory col or
finish. I's a high-performance finish specified?

(4) Does sheet configuration (depth) match-up with roof
sl ope?

b. On-Site Checking of Materials

Approved shop drawi ngs, sanples, and installation
instructions will continually be used to check agai nst
contractor*s operation.

7C-02. STORAGE AND PROTECTI ON

a. Storage
(1) I nspect bundles on arrival at the jobsite. Check

gal vani zed and al um num for white rust. This condition is cause
for rejection.

(2) See that naterials are properly stacked and protected
fromtraffic and weather.

(3) See that naterial is stacked in a manner that wll
provi de drai nage and prevent abuse.

b. Protection

(1) Material will be handled in a manner that will avoid
breaks, cracks, chips or other defects.

(2) Check material while being handled at the site for any
defects and reject defective material.

7C-03. | NSTALLATI ON

a. Fastening

(1) Check the sealant for color, type, and nethod of
application. Sealant is required at all joints of roof sheets and
shoul d be specified for side laps of wall sheets in |ocations
where wind-driven rain is comon.

(2) Check fastener for type, size and spacing.
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(3) Use alum numfasteners with al um num sheets.

(4) Check for washers. There is usually a requirenment for
| ead, neoprene, or netal —eapped neoprene washers.

(5) Fasteners nust be driven normal to the surface and with
sufficient depth to seat the washer.

(6) What correction is permtted if any for msplaced drill
hol es in roofing or siding sheets?

b. Application

(1) Check length of end laps. Lay side |laps away fromthe
prevailing w nd.

(2) Check for proper drilling and cutting.

(3) See that all accessories and special shapes are
provi ded in conformance with shop drawi ngs as necessary to nake a
conpl ete and watertight installation.

(4) Check for nolded closure strips.

(5) Expansion joints should be provided as detail ed.

(6) I's specified insulation used? Bl anket or board type? Is
application in accordance with manufacturer*s instruction? WII
t hi ckness satisfy “U val ue required?

(7) Is arigid steel or plywod wall |iner or wainscot
used? Check for configuration, attachnent and finish. Is the
pl ywood treated for fire resistance?

c. Asbestos - Cenent Sheets

(1) Check for latest safety and health requirenment for
cutting and drilling asbestos.

(2) I's vacuumrequired? Is water jet required?
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